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Important safety instructions

IMPORTANT SAFETY INFORMATION

Prevent �re
�	 DO NOT wash items that have been 

previously cleaned in, soaked in, 
or spotted with gasoline, cleaning 
solvents, kerosene, cooking oils, 
waxes, or other �ammable or explosive 
substances. DO NOT store these 
items on or near the washer. These 
substances give o� vapors or chemical 
reactions that could ignite or explode.

�	 DO NOT put oily or greasy rags or 
clothing on top of the washer. These 
substances give o� vapors that could 
ignite the materials.

�	 DO NOT add gasoline, cleaning 
solvents, or other �ammable or 
explosive substances to the wash water. 
These substances give o� vapors that 
could ignite or explode.

�	 Under certain conditions, hydrogen gas 
may be produced in a hot water system 
that has not been used for 2 weeks or 
more. HYDROGEN GAS IS EXPLOSIVE. 

If the hot water system has not been 
used for such a period, before using the 
washer, turn on all hot water faucets 
and let the water �ow from each for 
several minutes. This will release any 
accumulated hydrogen gas. Hydrogen 
gas is �ammable; DO NOT smoke or use 
an open �ame during this time. 

�	 DO NOT store or use gasoline or other 
�ammable vapors or liquids in the 
vicinity of this or any other appliance.

�	 Failure to comply with these warnings 
could result in �re, explosion, serious 
bodily injury and/or damage to the 
rubber or plastic parts of the washer.

�	 DO NOT continue to use the washer if 
you hear squeaking, grinding, rubbing 
or other unusual noises. This could be  
a sign of mechanical breakdown and 
lead to �re or serious injury. Contact a 
quali�ed technician immediately.

Safety precautions
DO NOT attempt to install or operate your 
unit until you have read the safety precautions 
in this manual. Safety items throughout this 
manual are labeled with a Danger, Warning, 
or Caution based on the risk type.

De�nitions
 This is the safety alert symbol. It is used 

to alert you to potential personal injury 
hazards. Obey all safety messages that 
follow this symbol to avoid possible injury 
or death.

CAUTION

CAUTION indicates a potentially 
hazardous situation which, if not avoided, 
may result in minor or moderate injury.

DANGER

DANGER indicates an imminently 
hazardous situation which, if not avoided, 
will result in death or serious injury.

IMPORTANT

IMPORTANT indicates installation, opera-
tion or maintenance information which is 
important but not hazard-related.

WARNING

To reduce the risk of �re, electrical shock, or injury to persons when using this washer, comply 
with the warnings listed below. Failure to comply with these Important Safety Information and 
warnings could result in property damage, serious personal injury, or death. 

WARNING

WARNING indicates a potentially 
hazardous situation which, if not avoided, 
could result in death or serious injury.
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Protect children
�	 DO NOT allow children to play on or in 

the washer. Close supervision of children 
is necessary when the washer is used near 
children. As children grow, teach them the 
proper, safe use of all appliances.

�	 Destroy the carton, plastic bag and 
other packing materials after the 
washer is unpacked. Children might use 
them for play. Cartons covered with 
rugs, bedspreads or plastic sheets can 
become airtight compartments.

�	 Keep laundry products out of children�s 
reach. To prevent personal injury, 
observe all warnings on product labels.

�	 Before the washer is removed from 
service or discarded, remove the washer 
door to prevent accidental entrapment.

�	 Failure to comply with these warnings 
could result in serious personal injuries.

Risk of child entrapment
Child entrapment and su�ocation are not 
problems of the past. Junked or abandoned 
washers and dryers are still dangerous � even if 
they will sit for �just a few days�. If you are getting 
rid of your old washer or dryer, please follow the 
instructions below to help prevent accidents. 

We strongly encourage responsible appliance 
recycling/disposal methods. Contact your 
State/Provence Energy O�ce, Local Electric 
and Water Utilities or Conservation Program 
O�ce or visit www.energystar.gov/recycle 
for more information on recycling your old 
washer or dryer.

Before you throw away your old 
washer or dryer:
�	 Remove doors

�	 Remove the electric power cord

�	 Secure all hoses and drain pipes to 
prevent water from leaking out and 
creating a slip hazard.

Prevent injury
�	 To prevent shock hazard and assure 

stability during operation, the washer 
must be installed and electrically 
grounded by a quali�ed service person 
in accordance with local codes. 
Installation instructions are packed 
in the washer for installer�s reference. 

Grounding type wall receptacle

Power cord with 
3-prong grounded plug

Do not, under
any circumstances,
cut, remove,
or bypass the 
grounding prong.

�	 Follow package directions when using 
laundry products. Incorrect usage can 
produce poisonous gas - resulting in  
serious injury or death.

�	 DO NOT combine laundry products  
for use in 1 load unless speci�ed on  
the label. 

Refer to the Installation sections of 
this manual for detailed grounding 
procedures. If the washer is moved 
to a new location, have it checked 
and reinstalled by a quali�ed service 
person.

�	 To prevent personal injury or damage 
to the washer, the electrical power cord 
of the washer must be plugged into 
a properly grounded and polarized 
3-prong outlet. The third grounding 
prong must never be removed. Never 
ground the washer to a gas pipe. 
DO NOT use an extension cord or an 
adaptor plug.

WARNING

FIRE/ELECTRICAL SHOCK HAZARD
Avoid �re hazard or electrical shock. DO 
NOT use an adaptor plug or extension cord 
or remove grounding prong from electrical 
power cord. Failure to follow this warning 
can cause serious injury, �re or death.

WARNING

Improper grounding of the washer may cause 
serious injury or death. Check with a licensed 
electrician if you are in doubt as to whether 
the appliance is properly grounded.
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Prevent injury and damage to the 
washer
To prevent serious personal injury and 
damage to the washer:

�	 All repairs and servicing must 
be performed by an authorized 
service technician unless speci�cally 
recommended in this Use & Care 
Manual. Use only authorized factory 
parts. 

�	 DO NOT tamper with controls.

�	 DO NOT install or store the washer 
where it will be exposed to the weather.

�	 DO NOT install on carpet. Install washer 
on a solid �oor. It may be necessary to 
reinforce the �oor to prevent vibration 
or movement.

�	 To reduce the risk of electric shock, 
disconnect this appliance from the 
power supply before attempting any 
user maintenance. Turning the controls 

to the OFF position does not disconnect 
this appliance from the power supply.

�	 To prevent injury, DO NOT reach into 
the washer while parts are moving. 

�	 This washer is equipped with an 
electrical overload protector. The motor 
will stop if it becomes overheated.

�	 Failure to comply with these warnings 
could result in serious personal injuries.

�	 Do not use replacement parts that 
have not been recommended by the 
manufacturer (e.g. parts made at home 
using a 3D printer).

WARNING

HARMFUL VAPOR HAZARD
 DO NOT use or mix liquid chlorine bleach 
with other household chemicals such 
as toilet cleaners, rust removers, acids 
such as vinegar, or products containing 
ammonia. These mixtures can produce 
dangerous fumes which can cause serious 
injury or death.

WARNING

RISK OF INJURY
DO NOT WASH: Water resistant and water 
repellent clothing or other materials. 
Failure to follow these instructions may 
result in an abnormal vibrating and out-
of-balance condition that could result in 
physical injury, property damage, and/or 
appliance damage.
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300 Series no yes yes no no no no no no no no no no 20 min

400 Series no yes no yes yes no no no yes no yes yes yes 18 min

500 Series yes yes no yes yes yes no no yes yes yes yes yes 15 min

600 Series yes yes no yes yes yes yes yes no yes yes yes yes 15 min

Refer to the table below for an overview of features available for each model series. 

Not all cycles, options, or features listed are available on every model. 

1

2

3
4 5

6

7

8
9

10

1.	 Door striker 9.	 Cascading wash vanes

2.	 Reversible door 10.	Door latch with safety lock

3.	 Laundry products dispenser 11.	Adjustable leveling legs

4.	 LED Display 12.	Stainless steel wash drum

5.	 Cycle Display 13.	Flexible door gasket

6.	 Drum light (select models) 14.	Wide angle door hinge

7.	 Control lock 15.	Inner bowl with small article redistribution 
ramp

8.	 Serial and model # 16.	Door stand ventilation

11

12

13

1415

16
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Louvered Door

120 sq. Inches min. 
Louvered Opening

MIN. INSTALLATION CLEARANCES -  
Inches (cm)

Sides Rear Top Front

Alcove/
recess

0"
(0 cm)

0"
(0 cm)

0"
(0 cm) Open

Closet with 
door vent

0"
(0 cm)

0"
(0 cm)

0"
(0 cm)

1"
(2.5 cm)

Closet with 
wall vent

1"
(2.5 cm)

1"
(2.5 cm)

1"
(2.5 cm)

1"
(2.5 cm)

Bi-Fold louvered doors with 
120 sq. in of ventilation

Solid Bi-Fold doors with no 
ventilation

120 sq. Inches of 
wall venting

PRE�INSTALLATION REQUIREMENTS
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Unpacking the washer

1.	 Using a rug, 
blanket or piece 
of cardboard to 
protect the �oor, 
carefully lay the 
washer on its back.

2.	 Remove styrofoam base and shipping 
plug and set them aside.

3.	 Carefully return 
the washer 
to an upright 
position.

4.	 Carefully move the washer to within 4 
feet (1 m) of its �nal location.

CAUTION

EXCESSIVE WEIGHT HAZARD
To avoid back or other injury, have more 
than one person move or lift the washer.

IMPORTANT

DO NOT place the washer onto its back 
without the shipping bolts. 

IMPORTANT

Save styrofoam base and shipping plug 
for use to help prevent washer damage 
during any future moves.

IMPORTANT

DO NOT tip washer upside down onto its 
top or onto its right side for any reason.

WARNING

ELECTRICAL SHOCK HAZARD
Improper connection of the equipment 
grounding conductor can result in a risk 
of electrical shock. Check with a licensed 
electrician if you are in doubt as to whether 
the appliance is properly grounded.
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2

1

Reinstalling door lock and hole 
cover

1.	 Move the plastic cover to the other side 
of the front panel. Position the cover so 
the �hook� is at the bottom. Insert hook 
into lower slot, slide the cover down, 
and press upper retention tabs into 
opening until they snap into place.

2

1

2.	 Insert wiring harness into door lock.

3.	 Insert door lock into front panel and 
reinstall door lock screws.

Reversing door assembly 
1.	 Locate nine screws on inner door 

ring. Remove each and save for 
reinstallation later. Remove inner door 
(with hinge) and carefully set aside.

2.	 Lift door bowl slightly and rotate 180 
degrees, setting it back onto outer door.

Removing door lock and plastic 
hole cover

1.	 Locate and remove both screws from 
door lock. Save screws for later.

2.	 Rotate the lock as you pull it out 
through the front panel. Take care not 
to pull too hard or too far as the lock is 
still attached to the wiring harness.

3.	 Disconnect the wiring harness  
terminal from the door lock. Set the 
door lock aside for reinstallation later.

4.	 Pry the bottom of the plastic hole 
cover upward to release it from the 
front panel. You may have to use a 
non-scratching plastic knife if you are 
unable to release it manually. Then, 
slide the cover down slightly and 
remove it from the front panel.

1

2
Coarse
Thread

2

1

x2

Coarse
Thread

6.	 Release wiring harness from retainer 
on plastic terminal cap. Then release 
terminal from terminal cap. Save the 
cap to reinstall later.
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Fine Thread

x4

2

1 3

4

Connect to Notches

3.	 Make sure the alignment tabs reengage.

Reinstalling door assembly
1.	 Insert the wiring harness terminal into 

the terminal cap and wrap the harness 
into the harness retainer.

Verify reversed door operation
1.	 Test door for free, smooth swinging 

operation and secure latching when 
closed.

2.	 Verify inner door bowl is in the correct 
orientation with the �scoop� at the 
bottom.

2.	 Slide terminal cap onto back of hinge 
plate until tabs snap into place.

3.	 Insert hinge locating pins into the hole 
that were previously covered by the 
plastic hole cover. Press on the face of 
the hinge to snap the other locating 
pins into place.

4.	 Reinstall all four screws removed earlier 
- two front screws �rst, then two side 
screws.

3.	 Plug in washer and close the door. Test 
correct door lock operation by starting 
a test cycle: lock should engage, and 
door should not be able to be opened 
until cycle is paused or canceled.

4.	 Reattach the inner door 
to the outer door using 
the nine screws removed 
earlier. See illustration, 
Step 1. 

5.	 Check to verify that the 
scoop (wider section) of 
the door bowl is situated at 
the BOTTOM of the door.



19ACCESSORIES AND REPLACEMENT PARTS

Accessories
MATCHING STORAGE PEDESTAL* 
White Pedestal - P/N EPWD257UIW 
Titanium Pedestal - P/N EPWD257UTT
	 A storage pedestal accessory, speci�cally 

designed for this washer may be used to 
elevate the washer for ease of use. This 
pedestal will add about 15� (38 cm) to the 
height of your unit.

*Other colors may be available. Contact the 
source where you purchased your washer.

DRYER STACKING KIT 
P/N STACKIT7X
	 Depending on the model purchased, a 

kit for stacking a matching dryer on top 
of this washer may have been included in 
the initial purchase of your dryer. If your 
model did not include a stacking kit or 
you desire another stacking kit, you may 
order one.

INLET HOSE KITS
	 Please call 866-233-8353 (in Canada, 

800-265-8352) to explore hose kit options 
that will meet your speci�c installation 
needs.

DRAIN HOSE EXTENSION KIT 
P/N 137098000
	 In order to reach standpipe heights or 

distances beyond the reach of the drain 
hose supplied, order the Drain Hose 
Extension Kit.

UNIVERSAL APPLIANCE WRENCH 
P/N 137019200
	 A Universal Appliance Wrench is available 

to aid in dryer/washer/pedestal feet 
adjustment.

TOUCH UP PAINT PENS* 
White - P/N 5304468812  
Titanium - P/N 5304475700

*Other colors may be available. Contact the 
source where you purchased your washer.

26.5”

(67 cm)

15”
(38 cm)

27”
(68.5 cm)

Replacement parts in U.S. 
and Canada:

Universal Appliance Wrench

Storage Pedestal

If replacements parts are needed for 
your washer, you can contact the source 
where you purchased your washer, call 
1-877-4ELECTROLUX (1-877-435-3287) in the 
U.S. or 1-800-265‑8352 in Canada, or visit 
our website, www.electroluxappliances.com 
in the U.S. or www.electroluxappliances.ca in 
Canada for the Electrolux Authorized Parts 
Distributor nearest you.

CAUTION

Failure to use accessories manufactured 
by (or approved by) the manufacturer 
could result in personal injury, property 
damage or damage to the washer.
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This manual covers many models and not all cycles, options, or features listed are available 
on every model. Consoles shown above for reference only. Your model may di�er.
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1 	power

2 	cycle selector

3 	LED display

4 	temperature

5 	soil level

6 	spin speed

7 	options

8 	set/select

9 	cancel

10 	start

11 	PODSfi

 (select models)

Model series

PODSfi is a registered trademark of Procter & Gamble Company, Cincinnati OH, used under license by Electrolux.
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LOAD LOAD TYPE CYCLE DESCRIPTION

OPTIC WHITES White loads �	 SmartBoost action
�	 longer agitation 
�	 optimized temperatures

WHITEST WHITES White loads �	 longer agitation 
�	 higher temperatures

WHITES White loads �	 longer agitation 
HEAVY DUTY Large heavily soiled loads �	 longer agitation 

�	 aggressive cleaning motion
�	 higher temperatures

NORMAL Mixed loads, cotton �	 moderate agitation
�	 moderate cleaning motion
�	 most energy e�cient

ACTIVEWEAR Highly solid lightweight synthetic 
apparel

�	 longer agitation
�	 mild cleaning motion
�	 extra rinse

COLORS Lightly soiled dark or dyed fabrics �	 mild cleaning motion
�	 lower temperatures

TOWELS Towels �	 long agitation
�	 higher temperatures

FAST WASH
(varies by model)
15/18/20 min. 

Small lightly soiled loads (3-5 pieces) �	 aggressive cleaning motion
�	 extra rinse

DELICATES Small lightly soiled loads (delicate 
fabrics)

�	 shorter agitation
�	 gentle cleaning motion
�	 lower temperatures
�	 lower spin speeds

HAND WASH Small, lightly soiled loads and very 
delicate fabrics

�	 very short agitation
�	 long soaking times
�	 lower temps
�	 lower spin speeds

RINSE & SPIN Rinse and spin only (cold rinse or 
add fabric softener)

�	 cold temperature

CLEAN WASHER See �Care and Cleaning� section of the manual 

Cycles

Cycle settings
Washing temperature

The appropriate washing temperature 
will automatically be indicated for the 
cycle selected. To change the preset 
temperature, press the temp button to scroll 

to the desired setting. Select a wash water 
temperature according to �ber content, 
colorfastness and soil level.
To protect your fabrics, not all temperatures 
are available with every cycle. If a 
temperature is not appropriate for the cycle, 
it cannot be selected and will not be lit by 
pressing the temp button.

*All cycles not available on every model. See Page 19.

CONTROLS AND SETTINGS
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Chime
A signal will sound at the end of each cycle 
(and periodically during extended refresh) if 
option is activated. 

To mute or unmute the chime, press and hold 
the select button for 3 sec. 

���

����������

����
�������

��������� ����� ���������

� � ��

options select
de-select

hold ‘select’ 3 s to mute/unmute

Other features 
LED display

The estimated total cycle time will be 
displayed when the cycle is selected. The 
time may increase if water pressure is low, 
oversudsing occurs or the load becomes 
unbalanced. The approximate time 
remaining will be displayed during the cycle. 
The eco, control lock, close door, mute 
(some models), and delay time will also 
appear on this LED display.

Icons may vary according to model.

Eco indicator

The eco symbol will light up on the LED display 
to indicate that the selected combination of 
temperature, spin speed and options are eco 
friendly.

(60 sec loop)

Reversed Hose Detection
If condition is detected where the inlet 
hoses have been installed incorrectly (hot 
supply to cold inlet and cold supply to hot 
inlet), the washer will alert you. The LED will 
display �HO� followed by �SE� and then the 
remaining cycle time (0 min) for 60 seconds 
and then repeat. Acknowledge the reversed 
hose condition by pressing the cancel 
button. Shut o� each water supply valve and 
attach each supply hose to the correct inlet 
connection on the washer. 

Drum light (on select models)
The drum light will come on whenever 
the door is opened to illuminate the drum 
during loading and unloading. Closing the 
door turns o� the light. The drum light will 
automatically turn o� if the door is left open 
more than 3 minutes.

Reversible door (on select models)
Your washer may be equipped with a 
reversible door. The door can be hinged on 
the right or left side.

Oversuds protection
A situation where oversudsing has been 
detected by the washer will result in the 
washer requiring additional rinses until the 
suds have been cleared. Each extra rinse 
the washer performs to clear the suds will 
add approximately 5 minutes to the cycle 
duration. The LED will display �SU� followed 
by �dS� and then the remaining cycle time (0 
min) for 60 seconds and then repeat. Press 
cancel to turn o� the alert message. The 
washer will continue to perform rinse cycles 
until suds are removed. 

(60 sec loop)

CONTROLS AND SETTINGS
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STEPS TIPS IMPORTANT
1.	 Sort 

laundry 
into loads 
that can 
be washed 
together. 
 
 
 

�	 Sort by recommended cycle and water 
temperature.

�	 Separate white, light, and colorfast items from 
dark and non-colorfast items.

�	 Separate items that shed lint from items 
that attract lint. Casual, synthetic, knit, and 
corduroy items will pick up lint from towels, 
rugs, and bedspreads.

�	 Separate heavily soiled items from lightly 
soiled items.

�	 Separate lacy, sheer, loosely knit, or delicate 
items from durable items.

DO NOT machine 
wash items containing 
�berglass. Small particles 
of �berglass left in drum 
may transfer to fabrics in 
other loads and cause 
skin irritation and/or 
damage to fabrics.
DO NOT wash water 
resistant and water 
repellent type clothing or 
other materials 

2.	 Prepare 
items for 
washing. 
 
 
 

�	 Empty pockets.
�	 Brush o� lint and dirt. Shake out rugs and 

beach towels.
�	Close zippers, fasten hooks, button buttons, 

and tie strings/sashes. Remove non-washable 
trims and ornaments.

�	 Place delicate and small items (bras, hosiery, 
etc.) in a mesh bag (not included).

Mend rips and tears to 
prevent further damage 
during washing.
Turn knit items inside out 
to prevent pilling.

3.	 Pretreat 
stains and 
heavy soil.

See stain treatment function in Cycle Options for your particular model or 
Stain Removal Guide for more information.

4.	 Add 
laundry 
load to 
wash tub.

�	Combine large and small items in a load. 
Load large items �rst. 

�	 Large items should not be more than half the 
total wash load.

�	Washing single items is ine�cient and may 
cause an out-of-balance load. Add 1 or 2 
similar items to help balance load.

�	Wash single heavy items (comforter, sleeping 
bag, etc.) separately.

�	 The washer can be fully loaded, but the 
items should not be tightly packed. The door 
should close easily.

DO NOT overload the 
washer. 
DO NOT WASH: Water 
resistant and water 
repellent clothing or other 
materials.

Operating the washer

OPERATING INSTRUCTIONS

CAUTION

ENTRAPMENT and TIP-OVER HAZARD
DO NOT leave the door open if there are 
small children or pets present. An open 
door could entice children to hang on 
the door or crawl inside the washer. If 
there are no small children present, you 
may leave the door ajar to prevent odor 
build up.

WARNING

To reduce the risk of �re, electric shock or injury to persons, read the Important Safety 
Instructions in this Use & Care Manual before operating your washer.

WARNING

RISK OF INJURY
DO NOT wash water resistant and water 
repellent clothing or other materials. 
Failure to follow these instructions may 
result in an abnormal vibrating and out-
of-balance condition that could result in 
physical injury, property damage, and/or 
appliance damage.
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STEPS TIPS IMPORTANT
1.	 Add wash 

products to 
dispenser. 

�	Water conditioners, detergent boosters 
and enzyme products may be added 
with detergent.

�	 See Adding Laundry Products for de-
tailed information on the use of the prod-
uct dispensers. 

�	 See Adding Laundry Products for 
detailed information on the use of 
various wash products (detergent, 
bleach, stain treatment, fabric softener, 
etc).

Follow manufacturer�s 
instructions and 
recommendations when 
using wash products. 

Open and close the 
dispenser drawer slowly. 
Closing the drawer too 
quickly could result in early 
dispensing of the bleach or 
fabric softener.

2.	 Select the 
cycle and 
settings for the 
load.

�	 See Cycle Selection, Cycle Settings, and 
Cycle Options for detailed descriptions 
of cycle controls.  

�	 See Cycle Setting Charts to determine 
which settings are available for each 
cycle.

�	 To provide the best care, not every set-
ting or option is available with every cy-
cle. If a setting or option is not available 
for the cycle selected, the indicator will 
not light.

Follow fabric care label  
instructions on items to  
be washed. 

Make sure that the PODSfi 
option is selected when 
using models that have a 
separate detergent pack 
compartment. See Adding 
Laundry Detergent to the 
Adaptive Dispenser�

3.	 Start the 
washer.

�	Close the door and press start/pause. 
The washer will not operate with the 
door open. �CLOSE DOOR� will be dis-
played as a reminder to close the door.

�	 To add a forgotten item to the washer 
any time during the wash portion of the 
cycle, press start/pause. When the door 
unlocks, open the door, add the item, 
close the door and press start/pause to 
resume cycle.

�	 To change settings or options after the 
cycle has begun, press start/pause, 
change the settings, and then press start/
pause. If the cycle is not paused �rst, the 
unit will emit several beeps when the but-
tons are pressed but no changes to the 
cycle will be applied.

�	 To change the cycle once the cycle has 
begun, press cancel to cancel the cycle, 
select the new cycle, and press start/
pause to begin the new cycle. Changing 
a cycle selection without cancelling the 
current WILL NOT change the cycle.

�	 To cancel a cycle, press cancel. 
�	A signal will sound at the end of the cy-

cle if the chime option is not set to mute.

DO NOT force door open. 
As a safety measure, the 
door will automatically lock 
during the entire wash cycle. 
Pause or cancel the wash 
load to unlock the door.

If the cycle is interrupted 
during spin, the door lock 
will not release until the tub 
has stopped spinning. 

If the water level is above 
the bottom of the door 
opening/�exible door gas-
ket, the lock will not release. 

4.	Remove items 
from washer 
when cycle 
has ended.

�	Remove items when the cycle ends and 
place in dryer, line dry or dry �at as 
directed on the fabric care label.

Excess wrinkling, color transfer 
or odors may develop in items 
left in the washer after the 
cycle has ended.

PODSfi is a registered trademark of Procter & Gamble Company, Cincinnati OH, used under license by Electrolux.

OPERATING INSTRUCTIONS








































